19990127.ba vO2_n401.bam.990127 


>From ???@??? Thu Jan 28 04:52:08 1999 

Date: Wed, 27 Jan 1999 11:03:55 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2401 

Message-Id: <19990127165345 .EF4201154E@devel43.theporch. com> 


BOATANCHORS Digest 2401 
Topics covered in this issue include: 


1) Re: It's Me! 
by john <johnmb@mindspring.com> 
2) RE: Overquoting 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve. com> 
3) RE: Help DavidC with CZC-46139 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
4) RE: Need: 7-pin plug 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
5) RE: What's a T-137/PRT-1? 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
6) BIG List FS - Hallicrafters, Military, Comm. & Test Eq. - Reasonablely Priced 
by John Dilks <oldradio@worldnet.att.net> 
7) WTB Heath SB-610 power transformer, etc. 
by WF2U <mbendror@villagenet.com> 
8) Re: SLRM (was SB610 xfmr) 
by Bob Roehrig <broehrig@admin. aurora. edu> 
9) Re: POWER LINE NOISE DF'ING 
by "Arden Allen" <gumbear@pacbell.net> 
10) Drake List? 
by Glenn Finerman <glennfin@mjet.com> 
11) Re: Signal-Corps BC348Q - markings in French 
by Kargokult@aol.com 
12) Mech filter adapters - was: Need: 7-pin plug 
by John Kolb <jlkolb@cts.com> 
13) Need nice Collins 312B-3 spkr 
by zeitler@ibm.net 
14) FREE BOATANCHORS in Orange County, CA, USA 
by mblair@gruumsh.irv.ca.us 
15) Need Parts-- Vibro J-36 
by David Stinson <arc5@ix.netcom.com> 
16) Re: Mech filter adapters - was: Need: 7-pin plug 
by luc dugas <collins2@globetrotter.net> 
17) Re:FS: NCX-5/NCX-A AC-PS/VX-501 Remote VFO/Spare tubes/Manuals 
by w2ec@VNET.IBM.COM 
18) Re: need 400 cycle 3 phase power source info 


by William Donzelli <william@ans.net> 
19) Re: SLRM (was SB610 xfmr) 

by "Ken Kinderman" <bc455@hotmail.com> 
20) Re: SLRM (was SB610 xfmr) 

by John M Iverson <jackiv@juno.com> 
21) Stuff (tubes) gone... 

by William Donzelli <william@ans.net> 


Message-Id: <3.0.3.32.19990126200653 .00c53a84@mindspring. com> 
Date: Tue, 26 Jan 1999 20:06:53 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Re: It's Me! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 02:21 PM 1/26/99 -0800, Dick Dillman wrote: 

> 

>Finally the postperson has delivered my copy of QST so I have seen the 
>photos (on page 20) of me and my setup for the last CX - just in time for 
>this CX! 


I must say, that your cap is a work of art, Mr Dillman! 


/John 


Date: Tue, 26 Jan 1999 20:32:23 -0500 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Overquoting 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199901262032_MC2-6821-47CA@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=ISO-8859-1 
Content-Disposition: inline 


Group, 


I think that I started this thread, for which I apologize to anyone who w= 
as 
offended, and would like to end it with these comments. 


Jack's periodic post, which says "Don't do it", explains why but not 
exactly how. With one possible exception, direct to me posts and posts t= 
O 


the net had a lot of helpful tips and comments on this subject. However,= 


most comments were specific to a single mailer. I'm not familiar with an= 


y 
of the Unix boxes, having started in PC's with the Commodore 64, then CPM= 


and then MSDOS, but from the comments, I think this applies there as well= 


In the general case, mail handlers that have the time saving REPLY 
capability, and that will include excerpts for the replied to message, fa= 
11 

into two catagories. (1) Those that default to none but will include hig= 
h 

lighted text. (2) Those that default to all but will allow deletion of 
undesired text (I don't know of any that don't allow deletion). Most of 
group (2) can be changed to "none" and this feature was what most of the 
tips were about. Call this group (2A) and the rest group (2B). Users of= 


group (1) should leave their default alone. Users of group (2A) should 
change theirs, and users of group (2B) should be more careful or get 
another mailer. :-) = 


FWIW, Compuserve's mailer is in group (1), Netscape and most of the 
Microsoft stuff is in group (2A) and EudoraPro is in group (2B) so far as= 
I 

have been able to determine. I have to be careful at work but not at hom= 
e! 


73, 

Robert Downs 
WA5CAB 
Houston, TX 


Date: Tue, 26 Jan 1999 20:32:13 -0500 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve. com> 
Subject: RE: Help DavidC with CZC-46139 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199901262032_MC2-6821-47CO@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=ISO0-8859-1 
Content-Disposition: inline 


Tom and Group, 


On the off chance that someone else might be familiar with the set but no= 
t 

recognize the receiver when referred to by its actual nomenclature, the 
CZC-46139 is probably more commonly known as the RBO. It is the receiver= 


out of that set. It also covers the AM broadcast band. I have the manua= 
1 
but have never seen one of the receivers to play with. 


73, 

Robert Downs 
WA5CAB 
Houston, TX 


Date: Tue, 26 Jan 1999 20:32:18 -0500 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Need: 7-pin plug 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199901262032_MC2-6821-47C5@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Dick & Group, 
This is probably sacriledge to even mention, but Collins made a (possibly= 


several) mechanical filter adaptor units which I guess were designed to 
upgrade the 75Ax, 51J* and R-388 series receivers. They had a short cab= 
le 

with a plug like you need on it, for plugging into the insertion tube 
socket. I have one (and no you can't have the plug off of it!) However,= 


this plug looks pretty much like a smaller version of the more familiar 
octal, 9 and 11-pin plugs used by Johnson and others, except that I don't= 


remember it having a cable clamp, so what you need was once made. = 


I have a manual for one of the filter units which uses octal tubes, but 
don't have the manual for the miniature tube unit which I actually have, = 
so 

I've never been willing to risk trying to guess which tube it should 
replace. The unit isn't handy right now or I'd post the number. Anyone 


think that they might have one (a manual I mean)? 


73, 

Robert Downs 
WA5CAB 
Houston, TX 


Date: Tue, 26 Jan 1999 20:32:21 -0500 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: What's a T-137/PRT-1? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199901262032_MC2-6821-47C7@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Bill & Group, 


Surprised Mike didn't answer this one already. However, the T-137 and 
T-138 (and I think that there were some more as well) were Jammer 
Transmitters, intended to be carried into a drop zone by the pathfinders 
(first paratroops on the ground) to disrupt German fire control and air 
search radar before the main drop aircraft arrived. 


73, 

Robert Downs 
WA5CAB 
Houston, TX 


Message-ID: <36AE6E05.3E6B@worldnet.att.net> 

Date: Tue, 26 Jan 1999 20:38:13 -0500 

From: John Dilks <oldradio@worldnet.att.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: enrpnr@erols.com 

Subject: BIG List FS - Hallicrafters, Military, Comm. & Test Eq. - Reasonablely 
Priced 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


To all BA members..... You get it first! 
My friend Ray Chase has two big lists of reasonablely priced 


Boatanchors. I posted the lists on a web page to save bandwidth. He's 
a good-guy. Tell him to get on BA with us when you talk to him. (he's 


new to all this.) 
It's at: http://www.eht.com/oldradio/members/rchase 


His email is enrpnr@erols.com 


73' John Dilks, K2TQN 


Please visit my OldRadio Museum 
http: //www.eht.com/oldradio/museum 


Webmaster for the Antique Wireless Association 
http: //www.ggw.org/awa Click on "Page 2" 
-=and=- 
for the New Jersey Antique Radio Club 
http: //www.eht.com/oldradio 


Message-Id: <4.1.19990126210817 .010c8950@villagenet.com> 
Date: Tue, 26 Jan 1999 21:22:55 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: WF2U <mbendror@villagenet.com> 

Subject: WTB Heath SB-610 power transformer, etc. 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings to all, 


In order to resurrect a recently deceased Heathkit SB-610 monitor scope, 
the power transformer is needed (the original just went open - out of the 
blue, and not by the leads....). If anyone has a transformeror a parts unit 
with it, it'd be great. 


My second need is a power plug for the power input for my recently adopted 
Scott SLRM - (I'd use an isolation transformer anyway, but it'd be nice to 
use the matching plug). BTW did anyone notice that the SLRM antenna 
connector is the same as the RBB/RBC antenna connectors? 

Also, Does anyone have an original SLRM manual for sale? If not, a copy 
would do just fine. 


Thanks, 
73's from Meir, WF2U 


Collector and user of vintage amateur and military radio equipment. 
Collector and user of vintage horse/cavalry equipment. "Boots and Saddles!" 


"Boatanchors forever!" 


E-mail address: <mailto:mbendror@villagenet.com>mbendror@villagenet.com 
Webpage: http://www.qsl.net/wf2u 


Date: Tue, 26 Jan 1999 20:28:36 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: SLRM (was SB610 xfmr) 

Message-ID: <Pine.ULT.3.96.990126202511 .13659G-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Tue, 26 Jan 1999, WF2U wrote: 


> My second need is a power plug for the power input for my recently adopted 
> Scott SLRM - (I'd use an isolation transformer anyway, but it'd be nice to 
> use the matching plug). 


I am curious; many comment that the SLRM has a hot chassis. I recently 
checked out a SLRM for a friend and did not find that to be the case. 
It had not been modified that I could see. COuld the hot chassis just 
be a case of leaky or oversized bypass caps? I never did obtain a 
schematic. 


"Nostalgia is a thing of the past" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Message-Id: <199901270341.TAA16442@mail-gw2.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: POWER LINE NOISE DF'ING 

Date: Tue, 26 Jan 1999 19:34:06 -0800 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Way to go John!! 


> Got huge action the very next day, very polite phone calls to me, the 
> district manager became my "new best friend"! My neighborhood was 

> crawling with cherry picker trucks & crews. It's not my fault they 
waited 

> til Winter to do this work, I called them a long time ago! ........ 


Congratulations! Well done. You are and inspiration. Nothing like a 
deftly wielded 2X4 to get the utilities' attention. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-Id: <199901270419.WAA27554@sco.theporch. com> 
Date: Tue, 26 Jan 1999 23:24:19 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Glenn Finerman <glennfin@mjet.com> 

Subject: Drake List? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Anyone know if there is a Drake mail list 
in existence? 


Tee Sahai loes Glenn Finerman K2KL 


glennfin@mjet.com 


From: Kargokult@aol.com 

Message-ID: <6eecb6e8.36ae96eb@aol. com> 

Date: Tue, 26 Jan 1999 23:32:43 EST 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: Re: Signal-Corps BC348Q - markings in French 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


In a message dated 99-01-26 12:57:09 EST, 
post@ouvaxa.cats.ohiou.edu writes: 


> the Signal-Corps 348Q. 

> >Now i have this Rreceiver. But i think the Receiver is comming from 
france. 

> >All description an the panel 

> >are in france-language. 


> >Like: Gamma/ACCORD ANT./FREQUE DE BAT./ etc. 


---military of France used US Military surplus equipment from liberation 
thru 1960s. this equipment was overhauled and relabled, but kept the 
original nomenclature, BC-348, BC-312, etc. I have a couple French 
military BC-312. When this equipment became military surplus for the 

last time, in the late 1960s - early 1970s, some of it was brought back to 
USA by surplus sellers, at least for example by G&G of New York City, 
maybe others? 

hue 


Date: Tue, 26 Jan 1999 21:12:25 -0800 (PST) 

From: John Kolb <jlkolb@cts.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Mech filter adapters - was: Need: 7-pin plug 

Message-ID: <Pine.SC0O.3.91.990126205202 .19191F -100000@sd.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Tue, 26 Jan 1999, ROBERT W. DOWNS wrote: 


This is probably sacriledge to even mention, but Collins made a (possibly 
several) mechanical filter adaptor units which I guess were designed to 
upgrade the 75Ax, 51J* and R-388 series receivers. They had a short cable 
with a plug like you need on it, for plugging into the insertion tube 
socket. I have one (and no you can't have the plug off of it!) However, 
this plug looks pretty much like a smaller version of the more familiar 
octal, 9 and 11-pin plugs used by Johnson and others, except that I don't 
remember it having a cable clamp, so what you need was once made. 


VVVVVV VV 


First I've ever heard of this type of filter adapter. Later, 1959 
and thereabouts, they had the type with a metal can about the size 
of an IF transformer, with an octal plug directly on the bottom, 

and 2 7pin minature tubes in shields on the top. These plugged 
directly into the IF amp tube being replaced. They came in various 
bandwidths and made for the SP-400/HRO-60, 353A-08, 353A-31, or 
353A-60, SP-600-JX, 353B-08, etc, and HRO-50/HRO-50T1, 353D-08, etc. 
The 353D's replaced the 6D6 tube, and had a lead with grid cap out 
the top also. Note that one side of the filiment string is grounded, 
which caused a problem when plugged into a RAO, which grounded 

the other side of the filiment wiring. 


354A's were the mech filter conversion kits (3 positions) 
for the 51J-2's and 3's. 


I'll have a 353D-31 rebuilt and for sale Real Soon Now ;) 


John KK6IL jlkolb@cts.com 


From: zeitler@ibm.net 
Message-ID: <002001be49cc$6638b120$58292581@km3g> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need nice Collins 312B-3 spkr 
Date: Wed, 27 Jan 1999 00:09:41 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Pls state condx and price when replying. I am in San Diego. 


From: mblair@gruumsh.irv.ca.us 

Message-Id: <199901270853 .AAA19860@gruumsh.irv.ca.us> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FREE BOATANCHORS in Orange County, CA, USA 
Date: Wed, 27 Jan 1999 00:53:26 -0800 


I need to thin out my junk collection to make room for older, heavier 
things, so I'm giving away some FREE BOATANCHORS. There's one catch, 
though: They're all "local pickup only". In other words, you want ‘em, 
you come pick ‘em up! I'm in Orange County, CA, and so are the free 
boatanchors by some strange coincidence. 

Here's the list: 

* Dymec (HP?) Model 2222 sawtooth generator 


* Hickock model 760 flying-spot scanner (w/ manual) 


* Mounting MT-298 for AN/VRQ-1, -2 or -3 (holds two RT-66, -67 or -68 
transceivers and their power supplies) 


* RD Instruments (Hickock) Model 1715 square wave generator (w/ manual) 
* Tektronix 512 oscilloscope 


These technically aren't boatanchors because they don't have any tubes 
other than CRT's or vidicons, but I think they should qualify on style 


points alone: 


* Panasonic WV-3700 color video camera (three separate boxes cabled 
together to make one stinkin' camera!) 


* Tektronix 611 vector storage display (magically stores an image 
directly on its screen using some sort of electro-witchcraft built 
right into the funky CRT!) 


I also have a Heathkit Apache transmitter with SSB adapter that I'll 
let go for $75 cash or an interesting trade of equivalent value (hint: 
I like mil stuff...). 


For more information, or to see the non-boatanchors that I'm also 
giving away (hint: FREE COMPUTERS), please see the "trade list" link 
on my web page (or email me if you can't do the web-browsing thing for 
some reason). 


Mark J. Blair, KE6MYK <mblair@gruumsh.irv.ca.us> 

PGP 2.6.2 public key available from http://pgp.ai.mit.edu/ 
Web page: http://members.home.net/mblair1 

DO NOT SEND ANY UNSOLICITED COMMERCIAL EMAIL TO THIS SITE 


Message-ID: <36AEE1EF.C80995DA@ix.netcom.com> 
Date: Wed, 27 Jan 1999 03:52:47 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need Parts-- Vibro J-36 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I love my old WW-II-issued Vibroplex J-36 Bug. 

It's serial #12, recovered from the Aleutian Islands 

off Alaska in 1972. While it isn't the best-feeling bug, 
I wouldn't trade it for any key in the world. 


When I got it, some of the parts were missing. 
The dah contact terminal had been 

replaced by a rusty bolt, etc. Vibroplex 
still had replacements for several pieces. 
I've been gathering parts for years and 

only need two more to complete the bug. 


I need the knurled screw that holds the 
square speed weight in place and its washer. 


One from a defunct Lightening Bug will work. 


Anyone have one I can beg, trade or buy? 
I do have a couple of J-36 wrecks that 
have tradeable parts. 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


Message-ID: <36AEE003.F72C7F66@globetrotter.net> 

Date: Wed, 27 Jan 1999 05:44:36 -0400 

From: luc dugas <collins2@globetrotter.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Mech filter adapters - was: Need: 7-pin plug 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


hello gang. i have 4 collins mechanical plug in adaptors just like john 
described. one is 353a-31 pn 522 9031 004 and it still has the inspector green 
tag with 6au6 and 6baé6 on top. 

have twice 353a-12 pn 522 9058 004. with 6au6 and 6ba6 on top. 

also353b-12 pn 522 9059 004 the socket is 7 pins miniature with 6ak5 and 9003 on 
top.there is a note printed on case saying "handle with care special design has 
reduced shock resistance". the winged emblem is red and the marking are made 
with paint that is tick enough you can read it with your finger. look really 
nice. luc ve21gj 73s 


John Kolb wrote: 
On Tue, 26 Jan 1999, ROBERT W. DOWNS wrote: 


This is probably sacriledge to even mention, but Collins made a (possibly 
several) mechanical filter adaptor units which I guess were designed to 
upgrade the 75Ax, 51J* and R-388 series receivers. They had a short cable 
with a plug like you need on it, for plugging into the insertion tube 
socket. I have one (and no you can't have the plug off of it!) However, 
this plug looks pretty much like a smaller version of the more familiar 
octal, 9 and 11-pin plugs used by Johnson and others, except that I don't 
remember it having a cable clamp, so what you need was once made. 


VV VV VV VV 


First I've ever heard of this type of filter adapter. Later, 1959 
and thereabouts, they had the type with a metal can about the size 
of an IF transformer, with an octal plug directly on the bottom, 
and 2 7pin minature tubes in shields on the top. These plugged 
directly into the IF amp tube being replaced. They came in various 


VV VV VV VV VV VV VV VV 


VVVV VV VV VV VV OV 


bandwidths and made for the SP-400/HRO-60, 353A-08, 353A-31, or 
353A-60, SP-600-JX, 353B-08, etc, and HRO-50/HRO-50T1, 353D-08, etc. 
The 353D's replaced the 6D6 tube, and had a lead with grid cap out 
the top also. Note that one side of the filiment string is grounded, 
which caused a problem when plugged into a RAO, which grounded 

the other side of the filiment wiring. 


354A's were the mech filter conversion kits (3 positions) 
for the 51J-2's and 3's. 


I'll have a 353D-31 rebuilt and for sale Real Soon Now ;) 


John KK6IL jlkolb@cts.com 


John Kolb wrote: 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 


On Tue, 26 Jan 1999, ROBERT W. DOWNS wrote: 


This is probably sacriledge to even mention, but Collins made a (possibly 
several) mechanical filter adaptor units which I guess were designed to 
upgrade the 75Ax, 51J* and R-388 series receivers. They had a short cable 
with a plug like you need on it, for plugging into the insertion tube 
socket. I have one (and no you can't have the plug off of it!) However, 
this plug looks pretty much like a smaller version of the more familiar 
octal, 9 and 11-pin plugs used by Johnson and others, except that I don't 
remember it having a cable clamp, so what you need was once made. 


VVVVV VV MV 


First I've ever heard of this type of filter adapter. Later, 1959 
and thereabouts, they had the type with a metal can about the size 
of an IF transformer, with an octal plug directly on the bottom, 

and 2 7pin minature tubes in shields on the top. These plugged 
directly into the IF amp tube being replaced. They came in various 
bandwidths and made for the SP-400/HRO-60, 353A-08, 353A-31, or 
353A-60, SP-600-JX, 353B-08, etc, and HRO-50/HRO-50T1, 353D-08, etc. 
The 353D's replaced the 6D6 tube, and had a lead with grid cap out 
the top also. Note that one side of the filiment string is grounded, 
which caused a problem when plugged into a RAO, which grounded 

the other side of the filiment wiring. 


354A's were the mech filter conversion kits (3 positions) 
for the 51J-2's and 3's. 


I'll have a 353D-31 rebuilt and for sale Real Soon Now ;) 


John KK6IL jlkolb@cts.com 


From: w2ec@VNET.IBM.COM 

Message-Id: <199901271313 .HAAQ1139€@sco.theporch. com> 

Date: Wed, 27 Jan 99 08:12:04 EST 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re:FS: NCX-5/NCX-A AC-PS/VX-501 Remote VFO/Spare tubes/Manuals 


Since I posted the above items for sale yesterday, I've had several people 
contact me with pointers to various sales that have helped me establish a 
more realistic value for my offering. As I had pointed out, I had no idea of 
the value and just guessed at an obviously very optimistic price for the 
gear. With much better info at hand, I am revising my asking price by cutting 
the original price in half, $325 plus shipping for the following package: 


NCX-5 / NCX-A AC-PS / VX-501 Remote VFO / Spare tubes / Manuals 


My thanks to those individuals who sent comments. They all made very polite, 
gentlemanly comments, not the harsh "price police" responses that have 
sometimes appeared. 


73, Ray W2EC 


Date: Wed, 27 Jan 1999 10:06:14 -0500 (EST) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: need 400 cycle 3 phase power source info 

Message-Id: <Pine.GS0O.3.96.990127100200 .25102C -100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> I understand that large '60s & '70s vintage computers used 400~ 3PH power 
> created by motor-generators. Are any of these still around? 


Yes, many still do (mainly the big water machines). With all of the 3081s 
and 3090s hitting the scrapyards now, I see quite a few of the 400 Hz 3 
phase motor-generators available. 


Keep in mind that these things want 3 phase input as well - certainly 
something that can be had, but generally expensive (those little convertor 
boxes tend to be expensive). You probably can get the motors to run with a 
phase shift network, but the efficiency will go way down. 


Oh, and another point - the things are big, like in the 800 pound plus 
category. 


William Donzelli 
william@ans.net 


Message-ID: <19990127152550.16368.qmail@hotmail.com> 
From: "Ken Kinderman" <bc455@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: SLRM (was SB610 xfmr) 

Date: Wed, 27 Jan 1999 07:25:50 PST 

Mime-Version: 1.0 

Content-Type: text/plain 


>I am curious; many comment that the SLRM has a hot chassis. I recently 
>checked out a SLRM for a friend and did not find that to be the case. 
>It had not been modified that I could see. COuld the hot chassis just 
>be a case of leaky or oversized bypass caps? I never did obtain a 
>schematic. 


Quite right, the B- line, is isolated from chassis ground. However, the 
chassis is used for RF ground. For example, the schematic shows the 
tuning condenser stators and coils at chassis ground. It also shows a 
.01 from the audio cathodes to chassis. The normal audio cathode bypass 
of 25 mf. goes to the isolated B- line. The tipoff seems to be the .1's 
from both sides of the line to chassis. That's getting close the ragged 
edge when it comes to current leakage large enough to be felt. Maybe 
reducing them to .01 would be a good move. (or read the thread on line 
bypasses and be thoroughly confused!) 


Theoretically, removing the line bypasses eliminates the hot chasis risk 
in the event of capacitor failure.So, although it's "safe" under normal 
conditions, whether we use .01 or .1 or nothing, it really would be a 
smart move to use an isolation transformer anyway. 


73, 
Ken Kinderman 


WB9OZR 
bc455@hotmail.com 


To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 


Date: Wed, 27 Jan 1999 10:03:29 CST 

Subject: Re: SLRM (was SB610 xfmr) 

Message-ID: <19990127.105517.3526.1.jackiv@juno.com> 
From: John M Iverson <jackiv@juno.com> 


best way to see if the set is dangerous will be to feed it through a GFI 
(ground fault interrupter ) and see if it trips with the .1 caps. if so 
replace them with 1kv 0.01 mfd caps and test again. jack 

Jack Iverson KOEWU jackiv@juno.com 

ARRL, IEEE LM, RCA, AMI, ARCI, QCWA 


On Wed, 27 Jan 1999 07:25:50 PST "Ken Kinderman" <bc455@hotmail.com> 
writes: 

> 

>>I am curious; many comment that the SLRM has a hot chassis. I 
>recently 

>>checked out a SLRM for a friend and did not find that to be the case. 
>>It had not been modified that I could see. COuld the hot chassis just 
>>be a case of leaky or oversized bypass caps? I never did obtain a 
>>schematic. 

> 

> 

>Quite right, the B- line, is isolated from chassis ground. However, 
>the 

>chassis is used for RF ground. For example, the schematic shows the 
>tuning condenser stators and coils at chassis ground. It also shows a 
>.01 from the audio cathodes to chassis. The normal audio cathode 
>bypass 

>of 25 mf. goes to the isolated B- line. The tipoff seems to be the 
>.1's 

>from both sides of the line to chassis. That's getting close the 
>ragged 

>edge when it comes to current leakage large enough to be felt. Maybe 
>reducing them to .01 would be a good move. (or read the thread on line 
> 

>bypasses and be thoroughly confused!) 

> 

>Theoretically, removing the line bypasses eliminates the hot chasis 
>risk 

>in the event of capacitor failure.So, although it's "safe" under 
>normal 

>conditions, whether we use .01 or .1 or nothing, it really would be a 
>smart move to use an isolation transformer anyway. 

> 

>73, 

> 

>Ken Kinderman 

>WB9IOZR 


>bc455@hotmail.com 


Get secure free e-mail that you don't need Web access to use 
from Juno, the world's second largest online service. 
Download your free software at http://www. juno.com/getit.b.html. 


Date: Wed, 27 Jan 1999 12:03:39 -0500 (EST) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Stuff (tubes) gone... 

Message-Id: <Pine.GS0O.3.96.990127120115 .25102P-100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


OK, I have notified the "winners" of the 26Z5Ws, 816, etc., so (in order 
to save lots of email replies), if you did not hear from me, well, try 
again next time. 


The 6KD6 is still available, however. Haggle, please. 


William Donzelli 
william@ans.net 


End o£ BOATANCHORS Digest 2401 
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